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SERVICE REPORT FOR MV TYCOON

SERVICE REPORT

Vessel Name: TYCOON

IMO No: 9215543

Port of attendance: GUANGZHOU

Job Description: ME MAN B&W 5S60MC -C No.3 crank pin repair

Our Reference No: 18M01-033

Introduction

Metalock Qingdao workshop was ordered to carry out repair of MAN B&W 5S60MC -C Engine Crankshaft
on board of m/v Tycoon.
According to the information, received by the Metalock engineers’ inspection report at Zhuhai, the vessel
suffered a crankshaft damaged issue and needed repair.

Metalock service team boarded the vessel in port Zhuhai on 18th of January 2018. Then service engineers
come back and prepare tools. Grinding equipment was mobilized and delivered on board by fist two service
engineers on 23nd Jan 2018. The second team joined on 26th Jan,2018.
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This report contains list of works done on board and measurement results. Number of photographs are
included in the report for easy reference.

1. Initial Inspection of Damaged Crankshaft and Connecting Rods
a. Crank pin initial inspection report pls see table below. The value of No.3 crank pin’s measurement not
good, need machine on site. MPI test, found a small crack. Hardness test, result ok.

b. Connecting rods
Connecting rods twisted approx 2mm, measurement as below:

c. Crank pin bearing
Used crank pin bearing upper part weared seriously, also need machine.
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2. On board Repairs done for ME Crankshaft:
Our service engineers carried out annealing and follow up machining for No.3 crank pins on board the vessel
during calling at Guangzhou anchorage.
No.3 crank pin grinding 2mm, cranks removed.MPI test, no cracks indicated. Hardness test, value in normal
side.Final measurement as following:

3. Workshop Repairs done for ME Connecting Rod and Bearings:
a. Con rod big end PS direction twisted 0.05mm,FA direction twisted 0.24mm.
1. Lossen the bolt, 2.According to our calibration report, TB direction ovality of big end pocket1.77mm, PS
direction ovality of big end pocket 0.13mm. Lower part surface which contacted with upper part grind off 2mm.3.
Then machine the big end pocket, final diameter φ756.

Final inspection for connecting rod big end with bush:
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b. 2 sets of main bearings undersize 2mm with NDT test, found OK.
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Connecting rod recondition procedure

1. Cleaning

2. Work bench measurement for bending, twisting of connecting rods;

3. Ovality readings of bearing housing;

4. Lossen the bolt

5. According to our calibration report, TB direction oveality of big end

pocket1.77mm, PS direction oveality of big end pocket 0.13mm. Lower part

surface which contacted with upper part grind off 2mm.

6. Fasten the bolt.

7. Re-milling of bearing housing into new original sizeφ756


